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Montageanleitung
externe Antenne

ID ZK.ANT-A

Hinweis:  Eine detaillierte Beschreibung entnehmen Sie bitte der Montageanleitung die dem
      jeweiligen Gerät (ID ZK.AB-A bzw. ID MLS.ZK-A) beiliegt.

Technische Daten der externen Antenne

• Gehäuse Kunststoff ASA

• Abmessung 113 x 83 x 24,5 mm (L x B x H)

• Farbe

- Gehäuse-Oberteil:

- Gehäuse-Unterteil:

ähnlich RAL 9002 (grauweiß)

ähnlich RAL 7043 (verkehrgrau)

• Gewicht ca. 120 g

• Schutzart IP 54

• Spannungsversorgung über das jeweilige Gerät

• Anschlußleitung max. 1,25m, 2x3x0,25qmm (liegt bei)

• Temperaturbereich -25°C bis 70°C

• relative Luftfeuchte 95 %  (nicht betauend)

• Anzeige LED zweifarbig (rot, grün)

_____

Ausgabe: hg/00/10/24 - m01003-0de-id-b.doc

Die Angaben in dieser Montageanleitung können ohne vorherige Ankündigung geändert werden. Alle früheren Ausga-
ben verlieren mit dieser Montageanleitung ihre Gültigkeit.

Die Zusammenstellung der Informationen in dieser Montageanleitung erfolgt nach bestem Wissen und Gewissen. FEIG
ELECTRONIC GmbH übernimmt keine Gewährleistung für die Richtigkeit der gemachten Angaben. Insbesondere kann
FEIG ELECTRONIC GmbH nicht für Folgeschäden aufgrund fehlerhafter Angaben haftbar gemacht werden.

Da sich Fehler, trotz aller Bemühungen nie vollständig vermeiden lassen, sind wir für Hinweise jederzeit dankbar.

OBID® ist eingetragenes Warenzeichen der FEIG ELECTRONIC GmbH.

 Copyright 2000 by FEIG ELECTRONIC GmbH   /   Lange Straße 4   /   D-35781 Weilburg-Waldhausen
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Anschluß der externen Antenne ID ZK.ANT-A an die ID ZK.AB-A bzw. ID MLS.ZK-A

, ' � = . � $ 1 7 � $ ,' � =. �$% �$��.RPSDNW�=XWULWWVNRQWUROOH

RGHU

�7�UVWHXHUXQJ,' �0/6 � =.�$

$QVFKOX�OHLWXQJ�I�U�H[WHUQH�$QWHQQH
/L<<�73���[�[�����PPò
PD[�������P

URVD

JUDX

ZHLVV

EUDXQ

JU�Q

URVD

JUDX

ZHLVV

EUDXQ

JU�Q

PD[���P

6SDQQXQJV�
9HUVRUJXQJ

7�U|IIQHU

Anschlußschema der ID ZK.ANT-A

Der Anschluß der externen Antenne erfolgt über die Anschlußplatine, die im Gehäuseunterteil ein-
gerastet wird.

Klemme Funktion

Leiste Bezeichnung ID ZK.ANT-A

X2 + / ≈ -
- / ≈ -
NC -

COM -
NO -

ASW -
EA1 Anschluß externe Antenne
EA2 Anschluß externe Antenne

X1 RO LED rot
GN LED grün

GND Interner GND
IN1 -



Mounting instructions
external antenna

ID ZK.ANT-A

Note:  Further detailed information you can take out of the mounting instruction of the
devices (ID ZK.AB-A resp. ID MLS.ZK-A).

Techical data of the external antenna

• Housing Plastic ASA

• Dimensions 113 x 83 x 24,5 mm (L x W x H)

• Colour

- housing; upper part:

- housing; lower part:

similar to RAL 9002 (grey-white)

similar to RAL 7043 (traffic grey)

• Weight Approx. 120 g

• Protective system IP 54

• Power supply Via the respective devise

• Connection line max. 1,25m, 2x3x0,25qmm (enclosed)

• Temperature range -25°C to 70°C

• Relative air moisture 95 %  (non-thawing)

• Display Bicolor LED (red, green)

_____

Edition: hg/00/10/24 - m01003-0de-id-b.doc

The statements given in this "Installation Manual" are subject to alteration. All earlier versions cease their validity with
this installation manual.

The information in this installation instructions are given to the best of our  knowledge and belief. Nevertheless, FEIG
ELECTRONIC GmbH does not guarantee the correctness of the information given. We want to point out that FEIG
ELECTRONIC GmbH can not be made responsible for damages (and consequences) resulting from faulty information in
this installation manual.

In spite of being very carefully errors  can never be excluded. Therefore we would be grateful for hints and advises con-
cerning the installation manual.

OBID® is a registered trademark of FEIG ELECTRONIC GmbH.

 Copyright 2000 by FEIG ELECTRONIC GmbH    /    Lange Straße 4    /    D-35781 Weilburg-Waldhausen
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Connection of the external antenna ID ZK.ANT-A with the ID ZK.AB-A or ID MLS.ZK-A
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Connection scheme of ID ZK.ANT-A

The external antenna is connected through the connecting board, which is locked in the lower part
of the housing.

Terminal Function

Strip Name ID ZK.ANT-A

X2 + / ≈ -
- / ≈ -
NC -

COM -
NO -

ASW -
EA1 Connection of an external antenna
EA2 Connection of an external antenna

X1 RO Red LED
GN Green LED

GND Internal GND
IN1 -
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