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especificaciones

Mounting

Power supply
Power consumption
Battery

Battery type
Reader inputs

PC input

usB

Outputs

TTL IN/OUT

Cards store capacity
Event memory
Operation mode

DIP Switch

Led

Firmware

Working temperature
Storage temperature
Humidity

Aprovals

indoor or cased

9.0 ~ 12 VDC +/-10%

max. 3 W

3.0V for clock and calendar

coin, lithium model CR1220 or BR1225
standard 2 inputs, up to 3

1 x RS232

1 x USB for standar memory stick

2 relays, software controlled

wiegand interface, LCD, keyboard, etc
up to 3.000 users (depending nr. of bytes)
up to 2.000 events (with clock & calendar)
installation code

user list permission (white or black)

clock and calendar permission

or any combination between

8 contact for operation mode set

4 coloured led (red/green/green/green)
software upgrade

0°C ~ +50°C

-30°C ~ +60°C

90 % (non-condensing)

CE, RoHS

Montaje

Alimentacién
Consumo

Bateria

Tipo de bateria
Entradas lectores
Entrada PC

USB

Salidas

IN/OUT TTL

Memoria para tarjetas
Memoria para registro
Modos de operacién

Interruptor

Led

Firmware

Temperatura operacién
Temperatura almacén
Humedad

Certificados

interior o en caja

9.0 ~ 12 VDC +/-10%

max. 3 W

3.0V para reloj y calendario

botén, litio modelo CR1220 o BR1225
estédndar 2 entradas, hasta 3

1 x RS232

1 x USB para memoria

2 relés, configurable por sotfware
com. wiegand, display, feclado, etc
hasta 3.000 usuarios (segin n° de bytes)
hasta 2.000 registros (con reloj y calend.)
cddigo de instalacién

listas de permioss (blancas o negras)
por horario y calendario

o cualquier combinacién de ellas

8 confactos para modos de operacién
4 led (rojo/verde/verde/verde)
actualizable via software

0°C ~ +50°C

-30°C ~ +60°C

90 % (sin condensacién)

CE, RoHS

*todas las medidas en mm
* all dimmensions in mm
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